
 

【EL Electrical Parameters】  

Driver Input Voltage：DC3V/6V/12V，AC110V/220V 

Driver Output Voltage：AC40-160V  

The Best Working Voltage：AC100V 

Driver Output Frequency：200-2000Hz  

The Best Working Frequency：400Hz 

Electrostatic Capacity：0.42nf/CM2 

Current：0.1mA/CM2（100v 400Hz）  

Power Consumption：≤15mw/CM2 （100v 400Hz） 

Life：5000Hrs（USA Osram luminescent powder）      

Thickness：0.15MM-0.5MM 

 

【Environment Requirement】 

Working Temp.：-20℃-60℃ ；Working Humidity：≤80% R•H 

Storage Temp.：-30℃-70℃ ；Storage Humidity：≤60% K•H 

 

【Color & Luminance】  

Light Color---------------------------------------------------------Luminance(CD/M2)      

Super Bright Blue-Green------------------------------------------80-100                

Standard Blue-Green-----------------------------------------------50                   
Super Bright Green-------------------------------------------------80-100               

Standard Green------------------------------------------------------50                   
Super Bright Blue---------------------------------------------------80-100                
Standard Blue--------------------------------------------------------50                    
White------------------------------------------------------------------40 
Orange----------------------------------------------------------------30 
Yellow-Green--------------------------------------------------------30 
Yellow----------------------------------------------------------------30 
Red--------------------------------------------------------------------30 
Pink-------------------------------------------------------------------30 


